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TECHNICAL PARAMETERS

Wetwood Willow Rustic Gold

Parameters
Tested 
according to

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

Water absorption Eb [%] EN ISO 10545-3 ≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1

Bending force [N], 
thickness ≥ 7.5 mm

EN ISO 10545-4 Min. 1300 13000 Min. 1300 13000 Min. 1300 13000

Bending tensile strength 
[N/mm2]

EN ISO 10545-4 Min. 35 57 Min. 35 57 Min. 35 57

Frost resistance EN ISO 10545-12 Required Resistant to frost Required
Resistant to 
frostr

Required
Resistant to 
frostr

Stain resistance EN ISO 10545-14 Min. Class 3 Class 5 Min. Class 3 Class 5 Min. Class 3 Class 5

Resistance to household 
chemicals and pool water 
additives

EN ISO 10545-13 Min. Class B Class A Min. Class B Class A Min. Class B Class A

Chemical resistance to 
low-concentration acids and 
alkaline substances

EN ISO 10545-13
According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA

Chemical resistance to 
highly concentrated acids 
and alkaline substances

EN ISO 10545-13
According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA

Durability and wear  
resistance of glazed tiles

EN ISO 10545-7
Durability rating 
and number of 
revolutions

Beige 4/6000
Brown 4/2100

Durability rating 
and number of 
revolutions

Beige 4/6000
Brown 3/1500
Ochra 4/2100

Durability rating 
and number of 
revolutions

4/2100

Anti-slip properties / 
Slip rating

DIN 51130
CEN/TS 16165(B)

According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11

Technical parameters  – Dry-pressed, low water absorption ceramic tiles, Bla group (Eb ≤ 0.5%) 
manufactured in line with the EN 14411 standard.
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M A S S I V E  G R E STECHNICAL PARAMETERS

Burlington Garden Optimal Path Terrace

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

Standard 
requirements

Achieved 
parameters

≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1 ≤ 0,5 max. 0,1

Min. 1300 13000 Min. 1300 13000 Min. 1300 13000 Min. 1300 13000 Min. 1300 13000

Min. 35 57 Min. 35 57 Min. 35 57 Min. 35 57 Min. 35 57

Required
Resistant to 
frostr

Required
Resistant to 
frostr

Required
Resistant to 
frostr

Required
Resistant to 
frostr

Required
Resistant to 
frostr

Min. Class 3 Class 5 Min. Class 3 Class 5 Min. Class 3 Class 5 Min. Class 3 Class 5 Min. Class 3 Class 5

Min. Class B Class A Min. Class B Class A Min. Class B Class A Min. Class B Class A Min. Class B Class A

According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA
According to the 
manufacturer’s 
declaration

Class LA

According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA
According to the 
manufacturer’s 
declaration

Class HA

Durability rating 
and number of 
revolutions

Blue 3/1500
Ivory 4/6000
Rust 4/2100
Silver 4/6000

Durability rating 
and number of 
revolutions

Grafit 3/1500
Grys 4/2100
Beige 4/6000
Umbra 4/2100
Antracyt 4/6000

Durability rating 
and number of 
revolutions

Antacite 4/6000
Beige 4/6000
Grafite 4/6000
Grys 4/6000

Durability rating 
and number of 
revolutions

Antacite 4/6000
Beige 4/6000
Grys 4/6000
Umbra 4/6000

Durability rating 
and number of 
revolutions

Beige 5/12000
Grafit 4/2100
Grys 4/6000

According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11
According to the 
manufacturer’s 
declaration

R11
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PACKAGING

Base tiles

Dimensions [cm] 59,5 × 59,5 59,5 × 89,5 59,5 × 119,5 29,5 × 119,5

Thickness [mm] 20 20 20 20

Number of pcs in a box 2 1 1 1

Number of m2 in a box 0,71 0,53 0,71 0,71

Weight of packaging 31 23 31 31

Number of m2 on pallet 21,3 15,9 19,9 22,7

Net weight of pallet [kg] 924 690 862 986

Finished products packaging

The weight of box / pallet may vary +/-10%  

due to technological conditions  

related to the product density or surface.
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M A S S I V E  G R E S

This catalogue is not an offert within the meaning of Polish Civil Code.
Actual product may differ from image shown in this catalogue.

LEGEND

WALL TILES

SLIP RESISTANCE

PORCELAIN ENAMEL INSTITUTE (PEI) 
ABRASION RATING / NUMBER OF ROTATIONS

CHEMICAL RESISTANCE

SUNLIGHT RESISTANCE

ENVIRONMENTALLY FRIENDLY

EASY INSTALLATION 
AND REMOVAL

FLOOR TILES

TONAL TILES

MAXIMUM 
LOAD

STRUCTURAL TILES WATER ABSORPTION

STAIN RESISTANCE

HOUSEHOLD CHEMICALS RESISTANCE

RECTIFIED TILES

FROST 
RESISTANCE


